The first set of measurements show the phase noise of the 476MHz low level RF distribution system used to run the 2 mile, 30 Sector, linac. Measurements are done at the existing linac sector 0 master oscillator, at sector 21, and at sector 30. LCLS L2 and L3 will use sectors 21 to 30 of the SLAC linac.
PHASE NOISE MEASUREMENTS
how well the existing linac will meet the new requirements are ongoing. Presented is an update on the L1 LX L2 measurements and how they pertain to LCLS.
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Results of two different types of phase measurements done on the SLAC Linac to evaluate phase stability as it pertains to LCLS operation are presented.
The specifications for LCLS are given in Table 1 . Of the five LCLS linacs listed only L2 and L3 contain a significant number of klystrons distributed over large distances. LO, L1, and LX are located within 50 meters of the injector for LCLS. LCLS klystron allocation is shown in figure 1. Table 1 are the total phase jitter in each LCLS linac. For the multi-klystron linacs, individual klystrons are allowed higher jitter as long as the linac total RF phase jitter as seen by the beam if within the tolerance. The system in figure 2 was used to measure the phase noise in the phase reference system. The system uses a low phase noise 8.5MHz oscillator multiplied to 476MHz. A mixer is used to measure the difference in phase between the low noise oscillator and the Test Input. The phase error signal is then amplified and split. One side is used for feedback to lock the oscillator to the Test Input signal with a 1Hz bandwidth. The other side is amplified and input into a 20MHz digitizing scope card in a P.C. The phase noise at the Test Input can be measured if it is 
SCOPE CARD
Data
Two measurements were done at each of 3 locations, sector 0 master oscillator, sector 21, and sector 30. In the first measurement the phase signal was digitized at 40kHz with a lOkHz anti-aliasing filter. This measurement gives phase noise data from about 4Hz to 1OkHz. The data for the master oscillator in Sector 0 is shown in figure 3 . The noise level of the measurement system is also shown as a reference. The second measurement, figure 4 for Sector 0, is digitized at 20MHz with a 5MHz anti-aliasing filter. The figure shows noise level of the measurement system to be higher than the phase noise of the Test Input for frequencies between 40kHz and 20MHz. For these frequencies the -30dB per decade between 10 and 20kHz could be extrapolated to the noise floor of -145dBcHz.
The data taken at sector 20 and 30 looked within error to be the same as sector 0.
Comments on Data
The LCLS beam passes through accelerator structures that integrate the RF for 8300s. Although the fill time reduces high frequency noise as seen by the beam, the RF phase measurement system has a bandwidth of 10MHz. The phase noise of the system up to lOMHz will.affect the accuracy of the measurement.
Phase measurements are done with respect to a reference. If the phase noise is low enough in frequency, the path difference between the reference and measured point of the noise will be a small fraction of a wavelength.
For example, an RF source has a lkHz phase noise vector of -4OdBc and RF is split, one side for a reference and the other side through a drive system and to a monitor point. sector. The major contributor to the path difference between the reference and the beam is the SLAC Linac Energy Doubler, SLED, cavity at the output of each klystron. The cavity has a 3-S fill time. This will set a lower frequency limit on the phase noise, which affects the klystron phase measurement, at about 100kHz.
If
The noise floor of the existing oscillator, -145dBc/Hz, will give a noise level of 0.086-rms at 2856MHz when integrated over lOMHz as follows:
-145dBc/Hz x lOMHz = -75dBc SSB integrated noise. Total noise = -75dBc x 2 sidebands = -72dBc -72dBc noise power = radians rms at 476MHz = 0.086-rms at 2856MHz The above noise levels are not sufficient for LCLS operation. The desired noise levels for the LCLS phase distribution and measurement system would be a factor of 4 below the LCLS specification for RF phase stability. A lower noise oscillator such as one similar to the one used in the measurement system will reduce noise levels to a level at which LCLS stability can be accurately measured. radians rms at 476MHz
KLYSTRON STABILITY MEASUREMENTS
The stability of the high powered klystrons and modulators at SLAC is easily measured using the control system. On March 28, 2001 measurements were taken at a time just after the sun came up. During this time the phases in the SLAC linac RF distribution system are changing rapidly with outside temperature rise. The BPM Buffered Data Acquisition system of the SLAC Control System allows 512 consecutive points of phase measurements from each of the klystrons to be taken. Nine data sets were recorded for 114 klystrons in 15 sectors at 10 and 30Hz.
Data and Analysis
Data from set number 5 is shown in The table shows the standard deviation, STD, of the 512 data points for each klystron in each sector. An entry of zero means the klystron was not running at the time, data was not collected. The first row is the sector number, below which is the STD of the 512 points of data for each of the eight klystrons in the sector.
The row labeled "std 2' is the STD of the summed data as in equation 1. 8 This is the rms phase jitter as seen by the measurement system. The next row, dcV, is one-eighth the square root of the sum of the squares of the STD of the eight klystrons above. If the data were uncorrelated normal distributions this would be the expected STD for the sector. This is the uncorrelated portion of the sector STD given in the row above.
The last row, Corr, is the square root of the difference of the square of the above two rows. This is the correlated part of the sector STD.
If all klystron data is summed to get the STD for all 114 klystrons the result is 0.0422"s. The square root of the sector variances is 0.0252"s. This is the uncorrelated part of the above data. The correlated part of STD for all klystrons is 0.0339"s.
The other 8 sets of data are quite similar to the above set 5.
Comments on Data and Analysis
For both klystrons in a sector and sectors in the linac the correlated and uncorrelated parts of the STD are about equal. The average STD of the 114 klystrons is 0.14"s. For a sector the average STD is 0.086"s. Using this number the STD, or rms phase jitter, for L2 of LCLS is expected to be 0.068"s over 51 seconds. This assumes a sum of four sectors with O.O86"S, 50% of which is correlated and 50% of which is uncorrelated. Although the rms phase jitter of 0.068"s is within LCLS requirements we must be able to do better in order to insure reliability of the system.
In this data set klystrons 3-1, 4-7, 11-2, 11-7, 12-6, 13-5, 14-7, 14-8, 18 -5 and sector 17 are above 0.20's rms jitter. Although with current PEP-I1 linac operation this level of phase jitter is acceptable. This level of stability is not acceptable for LCLS operation. For single klystron LO and L1 almost half the klystrons would meet the requirements. Currently SLAC selects high stability klystrons and support electronics for critical locations. For LO and L1 a high stability system would easily meet the requirements.
MEETING LCLS RF PHASE REQUIREMENTS
The stability of the existing system is close to meeting the requirements. A higher level of regular maintenance will be required for LCLS operation. The measurements presented here show stability for up to 52 seconds. Phase drifts in the reference phase distribution to the klystrons still require evaluation and beam-based feedback systems need to be developed. Some work has been done [l] but more is required to determine if the existing RF distribution system will meet LCLS requirements.
